MAC.

RT6

TO PREVENT PREMATURE UNDERCARRIAGE

DAMAGE LOAD ACCORDINGLY

MATERIAL LBS./CU.YD. MAX./CU.YD.
ASPHALT 2700 4.50
BRICK, SOFT CLAY 2700 4.50
BRICK, HARD CLAY 3400 3.50
BRICK, PAVING 3700 3.25
CLAY, DRY 1700 7.00
CLAY, WET 3000 4.00
CLAY & GRAVEL, DRY 2700 4.50
COAL, ANTHRACITE 1600 7.50
COAL, BITUMINOUS 1300 9.25
CONCRETE, CINDERS 3000 4.00
CONCRETE, GRAVEL 4100 3.00
CONCRETE, LIMESTONE 4100 3.00
CONCRETE, SANDSTONE 3900 3.00
CONCRETE, TRAP ROCK 4200 275
CRUSH STONE 2700 4.50
EARTH, DRY LOOSE 1900 6.25
EARTH, DAMP LOOSE 2100 575
EARTH, DAMP PACKED 2600 2.75
EARTH & GRAVEL, DRY 2700 4.50
EARTH & GRAVEL, WET 3200 3.75
EARTH & SAND, DRY 2700 4.50
EARTH & SAND, WET 3200 3.75
GRANITE 4500 2.75
MUD, DRY 2400 5.00
MUD, PACKED 3100 4.00
MUD, WET 2900 4.00
SAND, DRY LOOSE 2600 4.50
SAND, WET 3200 3.75
SANDSTONE 4000 4.00
SHALE 4400 2.75 ©
TILE 3000 4.00 g
MATS, CONSTRUCTION 3000 EA. 4 PCS. 8



MAC.

RT7 &
RT7R

TO PREVENT PREMATURE UNDERCARRIAGE

DAMAGE LOAD ACCORDINGLY

MATERIAL LBS. CU.YD. MAX. CU.YD.
ASPHALT 2700 5.20

BRICK, SOFT CLAY 2700 5.20

BRICK, HARD CLAY 3400 4.10

BRICK, PAVING 3700 3.80

CLAY, DRY 1700 8.25

CLAY, WET 3000 4.65

CLAY & GRAVEL, DRY 2700 5.20

COAL, ANTHRACITE 1600 8.75

COAL, BITUMINOUS 1300 10.75
CONCRETE, CINDERS 3000 4.65
CONCRETE, GRAVEL 4100 3.40
CONCRETE, LIMESTONE 4100 3.40
CONCRETE, SANDSTONE 3900 3.60
CONCRETE, TRAP ROCK 4200 3.35

CRUSH STONE 2700 5.20

EARTH, DRY LOOSE 1900 7.35

EARTH, DAMP LOOSE 2100 6.65

EARTH, DAMP PACKED 2600 5.40

EARTH & GRAVEL, DRY 2700 5.20

EARTH & GRAVEL, WET 3200 4.40

EARTH & SAND, DRY 2700 5.20

EARTH & SAND, WET 3200 4.40

GRANITE 4500 3.10

MUD, DRY 2400 5.85

MUD, PACKED 3100 4.50

MUD, WET 2900 4.85

SAND, DRY LOOSE 2600 5.40

SAND, WET 3200 4.40
SANDSTONE 4000 3.50 S
SHALE 4400 3.20 Q
TILE 3000 4.65 2
MATS, CONSTRUCTION 3000 EA. 4 PCS. S



MAC. RT9

TO PREVENT PREMATURE UNDERCARRIAGE

DAMAGE LOAD ACCORDINGLY

MATERIAL LBS./CU.YD. MAX./CU.YD.
ASPHALT 2700 6.50
BRICK, SOFT CLAY 2700 6.50
BRICK, HARD CLAY 3400 5.25
BRICK, PAVING 3700 5.00
CLAY, DRY 1700 10.50
CLAY, WET 3000 6.00
CLAY & GRAVEL, DRY 2700 6.50
COAL, ANTHRACITE 1600 11.25
COAL, BITUMINOUS 1300 14.00
CONCRETE, CINDERS 3000 6.00
CONCRETE, GRAVEL 4100 4.50
CONCRETE, LIMESTONE 4100 4.50
CONCRETE, SANDSTONE 3900 475
CONCRETE, TRAP ROCK 4200 4.25
CRUSH STONE 2700 6.50
EARTH, DRY LOOSE 1900 9.50
EARTH, DAMP LOOSE 2100 8.50
EARTH, DAMP PACKED 2600 7.00
EARTH & GRAVEL, DRY 2700 6.50
EARTH & GRAVEL, WET 3200 575
EARTH & SAND, DRY 2700 6.50
EARTH & SAND, WET 3200 575
GRANITE 4500 4.00
MUD, DRY 2400 7.50
MUD, PACKED 3100 5.50
MUD, WET 2900 6.25
SAND, DRY LOOSE 2600 7.00
SAND, WET 3200 575
SANDSTONE 4000 4.25
SHALE 4400 4.00 b
TILE 3000 6.00 =
MATS, CONSTRUCTION 3000 EA. 6 PCS. &8



MAC.

RT14

TO PREVENT PREMATURE UNDERCARRIAGE

DAMAGE LOAD ACCORDINGLY

MATERIAL LBS./CU.YD. MAX./CU.YD.
ASPHALT 2700 10.50
BRICK, SOFT CLAY 2700 10.50
BRICK, HARD CLAY 3400 8.25
BRICK, PAVING 3700 7.50
CLAY, DRY 1700 16.50
CLAY, WET 3000 9.50
CLAY & GRAVEL, DRY 2700 10.50
COAL, ANTHRACITE 1600 17.50
COAL, BITUMINOUS 1300 21.50
CONCRETE, CINDERS 3000 9.50
CONCRETE, GRAVEL 4100 7.00
CONCRETE, LIMESTONE 4100 7.00
CONCRETE, SANDSTONE 3900 7.25
CONCRETE, TRAP ROCK 4200 675
CRUSH STONE 2700 10.50
EARTH, DRY LOOSE 1900 14.75
EARTH, DAMP LOOSE 2100 13.50
EARTH, DAMP PACKED 2600 10.75
EARTH & GRAVEL, DRY 2700 10.50
EARTH & GRAVEL, WET 3200 875
EARTH & SAND, DRY 2700 10.50
EARTH & SAND, WET 3200 875
GRANITE 4500 6.25
MUD, DRY 2400 11.75
MUD, PACKED 3100 9.00
MUD, WET 2900 975
SAND, DRY LOOSE 2600 10.75
SAND, WET 3200 8.75
SANDSTONE 4000 7.00
SHALE 4400 6.25 P
TILE 3000 9.50 =
MATS, CONSTRUCTION 3000 EA. 9pCs. ¥



MAC'

RT14R

TO PREVENT PREMATURE UNDERCARRIAGE

DAMAGE LOAD ACCORDINGLY

MATERIAL LBS./CU.YD. MAX./CU.YD.
ASPHALT 2700 10.50
BRICK, SOFT CLAY 2700 10.50
BRICK, HARD CLAY 3400 8.25
BRICK, PAVING 3700 7.50
CLAY, DRY 1700 16.50
CLAY, WET 3000 9.50
CLAY & GRAVEL, DRY 2700 10.50
COAL, ANTHRACITE 1600 17.50
COAL, BITUMINOUS 1300 21.50
CONCRETE, CINDERS 3000 9.50
CONCRETE, GRAVEL 4100 7.00
CONCRETE, LIMESTONE 4100 7.00
CONCRETE, SANDSTONE 3900 7.25
CONCRETE, TRAP ROCK 4200 675
CRUSH STONE 2700 10.50
EARTH, DRY LOOSE 1900 14.75
EARTH, DAMP LOOSE 2100 13.50
EARTH, DAMP PACKED 2600 10.75
EARTH & GRAVEL, DRY 2700 10.50
EARTH & GRAVEL, WET 3200 875
EARTH & SAND, DRY 2700 10.50
EARTH & SAND, WET 3200 875
GRANITE 4500 6.25
MUD, DRY 2400 11.75
MUD, PACKED 3100 9.00
MUD, WET 2900 975
SAND, DRY LOOSE 2600 10.75
SAND, WET 3200 8.75
SANDSTONE 4000 7.00
SHALE 4400 6.25 o
TILE 3000 9.50 3
MATS, CONSTRUCTION 3000 EA. 9pCs. ¥



JERRAMAC RT15R

TO PREVENT PREMATURE UNDERCARRIAGE
DAMAGE LOAD ACCORDINGLY

MATERIAL LBS./CU.YD. MAX. CU.YD.

ASPHALT 2700 1.1

BRICK, SOFT CLAY 2700 1.1

BRICK, HARD CLAY 3400 8.8

BRICK, PAVING 3700 8.1

CLAY, DRY 1700 17.6

CLAY, WET 3000 10.0

CLAY & GRAVEL, DRY 2700 1.1

COAL, ANTHRACITE 1600 18.8

COAL, BITUMINOUS 1300 23.1

CONCRETE, CINDERS 3000 10.0

CONCRETE, GRAVEL 4100 7.3

CONCRETE, LIMESTONE 4100 7.3

CONCRETE, SANDSTONE 3900 7.7

CONCRETE, TRAP ROCK 4200 7.1

CRUSH STONE 2700 1.1

EARTH, DRY LOOSE 1900 15.8

EARTH, DAMP LOOSE 2100 14.3

EARTH, DAMP PACKED 2600 1.5

EARTH & GRAVEL, DRY 2700 1.1

EARTH & GRAVEL, WET 3200 9.4

EARTH & SAND, DRY 2700 1.1

EARTH & SAND, WET 3200 9.4

GRANITE 4500 67

MUD, DRY 2400 12.5

MUD, PACKED 3100 9.7

MUD, WET 2900 10.3

SAND, DRY LOOSE 2600 11.5

SAND, WET 3200 9.4

SANDSTONE 4000 7.5 S

SHALE 4400 6.8 b

TILE 3000 10.0 =
(oo
O

MATS, CONSTRUCTION 3000 EA. 10 PCS.



